TUVNORD

Certificate

TN/AD2000-W0/22069/25

Report No. / Manufacturer No. / Validity remark: 9120/22069/25 / 22069 / 03.2025- 03.2028

Material Manufacturer
acc. to AD 2000-Merkblatt W 0

TUV NORD Systems GmbH & Co. KG confirms that the manufacturer
ZETKAMA Sp. z 0.0.

ul. 3 Maja 12

57-410 Scinawka Srednia

Poland

has been inspected and recognised as a material manufacturer in accordance with the
requirements of the certification scheme TNS-WO0_PED-4-3 acc. to AD 2000-Merkblatt W 0.

For details, see the report and the scope of the assessment.

The manufacturer has the following requirements:

= facilities for proper manufacturing and testing,

= appropriate processes for the manufacture of the products,

= skilled personnel for the manufacture and testing of the products and

= a quality management system with corresponding records that ensures proper
manufacture of the products and compliance with the requirements specified in
the material specification.

Katowice, 01.04.2025

TUVNORD Digitally signed by

Nowak Dariusz

Certification Body
TUV NORD Systems GmbH & Co. KG

GroRe Bahnstrafle 31, 22525 Hamburg, Germany
tuev-nord.de | certifications@tuev-nord.de

o TUVNORDGROUP




TUVNORD

Scope of Approval
TN/AD2000-W0/22069/25

Report No./ Manufacturer No. / Validity remark: 9120/22069/25 / 22069 / 03.2025- 03.2028

to the Certificate as Material Manufacturer
acc. to AD 2000-Merkblatt W 0

ZETKAMA Sp. z o.0.
ul. 3 Maja 12; 57-410 Scinawka Srednia; Poland

Revision status: 00

Katowice, 01.04.2025

i} Digitally signed by
TUVNORD Nowak Dariusz

LET
Certification Body

TUV NORD Systems GmbH & Co. KG
GroRRe BahnstralRe 31, 22525 Hamburg, Germany
tuev-nord.de | certifications@tuev-nord.de
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TUVNORD

Scope of Approval
TN/AD2000-W0/22069/25

Report No. / Manufacturer No. / Validity remark:

No.

1.1

1.2

2.1

22

23

TOV®

material designation / product form /
specification

EN-GJL-200 / Gussstiick/Casting/ Odlew zeliwny/ EN 1561

EN-GJL-250 / Gussstiick/Casting/ Odlew zeliwny/ EN 1561

EN-GJS-400-15 / Gussstlick/Casting/ Odlew zeliwny/ EN 1563
EN-GJS-500-7 / Gussstlick/Casting/ Odlew zeliwny/ EN 1563

EN-GJS-400-18-LT / Gussstuck/Casting/ Odlew zeliwny/ EN
1563

9120/22069/25 / 22069 / 03.2025- 03.2028

dimensions / (unit) weight /
heat treatment / delivery condition (EN 10027)

< 160kg / U

< 160kg / U

< 160kg / U
< 160kg / U

< 160kg / U

AD 2000 remarks

W 3/1 *1) *1) bei Wanddicke >50mm
Abnaheprifzeugnis 3.2 nach EN 10204 /

W 3/1 *1) for thickness >50mm Material Certificate
3.2 acc. to EN 10204 / dla grubosci >50mm
Swiadectwo odbioru 3.2 zgodnie z EN
10204

W 3/2 *2)
*2) nur Abnaheprufzeugnis 3.2 nach EN

W 3/2 *2) 10204 / only Material Certificate 3.2 acc. to
EN 10204 / wytgcznie Swiadectwo Odbioru

W 3/2 *2) 3.2 zgodnie z EN 10204

TUVNORDGROUP




